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II Technical Data

KV   B  05  M  B   B  Y
 Y: R404A refrigerant

B: top fan type

B: Bitzer

M: temperature  M: -5~5℃

05: compressor nominal output(HP) 

B: semi-hermetic plunger type 

KV:  product series code

Refrigeration Unit Configuration: 

Bitzer semi-hermetic compressor; Crankcase heater; Condensing unit;
 Reservoir; Strainer; Magnetic valve; Pressure controller; 

High and low voltage table; Interface valve; Junction box 

Bitzer Middle and High Temperature Air-cooled Condensing Unit/Refrigerant:R22

KVB series semi-hermetic box type condensing unit (Bitzer)

Bitzer Middle and High Temperature Condensing Unit

机组型号 KVB03MBB KVB04MBB KVB05MBB KVB06MBB KVB07MBB 

适用温度( ℃) -5℃ ~5

制冷剂 R22 

电源 380V/3 相/50HZ  

压缩机型号  2DES3 2CES4 4FES5 4EES6 4DES7 

冷

凝

器 

风机数量  1 1 2 2 2 

风量电压(V) 380 380 380 380 380 

风机功率（W） 250 250 200×2 200×2 200×2 

压

缩

机

冷

量

及

功

率 

 蒸发

0℃ 

冷量（W） 8250 10130 11730 14390 17550 

功率（KW） 3.23 3.99 4.45 5.56 6.57 

 蒸发

-5℃

冷量（W） 6610 8140 9400 11550 14110 

功率（KW） 2.98 3.67 4.12 5.12 6.14 

蒸发 

-10℃

冷量（W） 5200 6430 7390 9110 11150 

功率（KW） 2.72 3.33 3.76 4.65 5.65 

接

口 

吸气接口（mm）  φ22 φ22 φ22 φ28 φ28 

供液接口（mm）  φ12 φ12 φ12 φ12 φ12 

外形尺寸  

L (mm) 900 900 1030 1030 1030 

W (mm) 780 780 880 880 880 

H (mm) 740 740 740 740 740 

安装尺寸（A×B）（mm）  450×750 450×750 600×850 600×850 600×850 

Refrigerant: R22

Unit Model

Temperature( )℃

Refrigerant

Power

Compressor Model

Condenser

Fanmotor Quantity

Voltage(V)

Power(W)
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Power(KW)

Feed flew connector(mm)

Air suction connector(mm)
Connector

Overall Dimension

Installation Dimension(AxB) mm

380V/three phase/50Hz

机组型号 KVB30MBB KVB35MBB KVB40MBB KVB50MBB 

适用温度( ℃)  -5℃ ~5 ℃

制冷剂 R22 

电源 380V/3 相/50 HZ  

压缩机型号  4GE30 6HE35 6GE40 6FE50 

冷凝

器 

风机数量  2 3 3 3 

风量电压(V) 380 380 380 380 

风机功率（W） 800×2 800×3 800×3 800×3 

压缩

机冷

量及

功率 

 蒸发

0℃ 

冷量（W） 57700 75600 86600 102500 

功率（KW） 20.4 25.9 30.7 37.9 

 蒸发

-5℃

冷量（W） 46900 61400 70400 83500 

功率（KW） 19.04 24.2 28.6 35.5 

蒸发 

-10℃

冷量（W） 37600 49200 56500 67300 

功率（KW） 17.57 22.3 26.4 32.8 

接口  
吸气接口（mm）  φ54 φ54 φ54 φ54 

供液接口（mm）  φ22 φ28 φ28 φ28 

外形尺寸  

L (mm) 1860 2660 2660 2660 

W (mm) 1090 1090 1090 1090 

H (mm) 1800 1800 1800 1800 

安装尺寸（A×B）（mm） 1400×1040 2*1100×1040 2*1100×1040 2*1100×1040 
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机组型号 KVB10MBB KVB12MBB KVB15MBB KVB20MBB KVB25MBB 

适用温度( ℃)  -5℃ ~5 ℃

制冷剂 R22 

电源 380V/3相/50HZ 

压缩机型号  4VES10 4TES12 4PES15 4NES20 4HE25 

冷凝

器 

风机数量  2 2 2 2 2 

风量电压(V) 380 380 380 380 380 

风机功率（W） 250×2 450×2 600×2 600×2 800×2 

压缩

机冷

量及

功率 

 蒸发

0℃ 

冷量（W）  23000 27800 33300 38600 50300 

功率（KW） 7.97 9.8 11.23 13.65 17.25 

 蒸发

-5℃

冷量（W）  18720 22600 27000 31300 40900 

功率（KW） 7.43 9.13 10.45 12.6 16.1 

蒸发 

-10℃

冷量（W） 14990 18120 21600 25100 32800 

功率（KW） 6.82 8.39 9.6 11.46 14.83 

接口  
吸气接口（mm）  φ28 φ35 φ35 φ42 φ54 

供液接口（mm）  φ16 φ16 φ22 φ22 φ22 

外形尺寸  

L (mm) 1550 1550 1550 1550 1860 

W (mm) 965 965 965 965 1090 

H (mm) 1700 1700 1700 1700 1800 

安装尺寸（A×B）（mm）  1000×915 1000×915 1000×915 1000×915 1400×1040 

Unit Technical Data  R22
Bitzer Middle and High Temperature Air-cooled Condensing Unit/Refrigerant:R22

Bitzer Middle and High Temperature Air-cooled Condensing Unit

Unit Model

Temperature( )℃

Refrigerant

Power

Compressor Model

Condenser

Fanmotor Quantity

Voltage(V)
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Feed flew connector(mm)

Air suction connector(mm)

Overall Dimension

Installation Dimension(AxB) mm

380V/three phase/50Hz

Connector

Unit Model

Temperature( )℃

Refrigerant

Power

Compressor Model

Condenser

Fanmotor Quantity
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Feed flew connector(mm)

Air suction connector(mm)

Overall Dimension

Installation Dimension

380V/three phase/50Hz

Connector

(AxB) mm
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机组型号 KVB09LBB KVB12LBB KVB14LBB KVB18LBB 

适用温度( ℃) -15℃ ~20 ℃

制冷剂 R22 

电源 380V/3 相/50 HZ  

压缩机型号 4TES9 4PES12 4NES14 4HE18 

冷凝

器 

风机数量  2 2 2 2 

风量电压(V) 380 380 380 380 

风机功率（W） 250×2 250×2 250×2 450×2 

压缩

机冷

量及

功率 

 蒸发

-20℃

冷量（W） 11330 13140 15500 19790 

功率（KW） 6.87 7.88 9.2 12.5 

 蒸发

-25℃

冷量（W） 8550 9930 11600 14910 

功率（KW） 6.09 6.91 8.09 10.85 

蒸发

-30℃

冷量（W） 6260 7250 8460 10820 

功率（KW） 5.25 5.89 6.94 9.21 

接口  
吸气接口（mm） φ35 φ35 φ35 φ42 

供液接口（mm）  φ16 φ16 φ22 φ22 

外形尺寸  

L (mm) 1350 1350 1350 1550 

W (mm) 800 800 800 965 

H (mm) 1440 1440 1440 1700 

安装尺寸（A×B）（mm）  1000×750 1000×750 1000×750 1000×915 

机组型号 KVB03LBB KVB04LBB KVB05LBB KVB06LBB 

适用温度( ℃) -15℃ ~20 ℃

制冷剂 R22 

电源 380V/3 相/50 HZ  

压缩机型号 2CES3 4EES4 4DES5 4CES6 

冷凝

器 

风机数量  1 2 2 2 

风量电压(V) 380 380 380 380 

风机功率（W） 180 180×2 180×2 180×2 

压缩

机冷

量及

功率 

 蒸发

-20℃

冷量（W） 4230 5860 6930 7940 

功率（KW） 2.79 4.01 4.67 5.67 

 蒸发

-25℃

冷量（W） 3150 4430 5260 5780 

功率（KW） 2.46 3.57 4.23 5.0 

蒸发

-30℃

冷量（W） 2280 3250 3880 -- 

功率（KW） 2.19 3.04 3.82 -- 

接口  
吸气接口（mm） φ22 φ22 φ28 φ28 

供液接口（mm）  φ12 φ12 φ12 φ12 

外形尺寸  

L (mm) 900 1030 1030 1030 

W (mm) 780 880 880 880 

H (mm) 740 740 740 740 

安装尺寸（A×B）（mm）  450×750 600×850 600×850 600×850 

R22

机组型号 KVB23LBB KVB28LBB KVB34LBB KVB44LBB 

适用温度( ℃) -15℃ ~20 ℃

制冷剂 R22 

电源 380V/3 相/50 HZ  

压缩机型号 4GE23 6HE28 6GE34 6FE44 

冷凝

器 

风机数量  2 2 2 2 

风量电压(V) 380 380 380 380 

风机功率（W） 600×2 600×2 800×2 800×2 

压缩

机冷

量及

功率 

 蒸发

-20℃

冷量（W） 23000 29700 34500 41500 

功率（KW） 14.83 18.75 22.2 27 

 蒸发

-25℃

冷量（W） 17330 22400 26000 31400 

功率（KW） 13.14 16.28 19.71 23.7 

蒸发

-30℃

冷量（W） 12600 16240 18900 23000 

功率（KW） 11.23 13.81 16.85 20.2 

接口  
吸气接口（mm） φ54 φ54 φ54 φ54 

供液接口（mm）  φ22 φ22 φ22 φ28 

外形尺寸  

L (mm) 1550 1550 1860 1860 

W (mm) 965 965 1090 1090 

H (mm) 1700 1700 1800 1800 

安装尺寸（A×B）（mm）  1000×915 1000×915 1400×1040 1400×1040 

Technical Data  R22
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Temperature( )℃
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Feed flew connector(mm)

Air suction connector(mm)

Overall Dimension

Installation Dimension

380V/three phase/50Hz

Connector

(AxB) mm
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Unit Model

Temperature( )℃

Refrigerant
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Air suction connector(mm)

Overall Dimension

Installation Dimension

380V/three phase/50Hz

Connector

(AxB) mm

Bitzer Middle and High Temperature Air-cooled Condensing Unit  R22 Refrigerant

Technical Data

Bitzer Middle and High Temperature Air-cooled Condensing Unit

Unit Model

Temperature( )℃

Refrigerant

Power

Compressor Model

Condenser

Fanmotor Quantity

Voltage(V)
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Feed flew connector(mm)

Air suction connector(mm)

Overall Dimension

Installation Dimension

380V/three phase/50Hz

Connector

(AxB) mm

Condensing Unit Appearance Schematic Diagram 

Condensing Unit On Site Finished Condensing Unit Installation Finished Condensing Unit Installation 
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机组型号 KVB03MBBY KVB04MBBY KVB05MBBY KVB06MBBY KVB07MBBY 

适用温度( ℃)  -5℃ ~5 ℃

制冷剂 R404A 

电源 380V/3 相/50 HZ  

压缩机型号  2DES3Y 2CES4Y 4FES5Y 4EES6Y 4DES7Y 

冷凝器  

风机数量 1 1 2 2 2 

风量电压(V) 380 380 380 380 380 

风机功率（W） 250 250 200×2 200×2 200×2 

压缩机冷

量及功率 
 蒸发 0℃ 

冷量（W） 8060 9860 10880 13740 16320 

功率（KW） 3.8 4.68 5.07 6.37 7.46 

 蒸发-5℃ 
冷量（W）  6480 7950 8760 11050 13120 

功率（KW） 3.55 4.36 4.75 5.95 7.0 

蒸发 -10℃
冷量（W）  5140 6330 6960 8770 10400 

功率（KW） 3.27 4.01 4.39 5.47 6.46 

接口  
吸气接口（mm）  φ22 φ22 φ22 φ28 φ28 

供液接口（mm）  φ12 φ12 φ12 φ12 φ12 

外形尺寸  

L (mm) 900 900 1030 1030 1030 

W (mm) 780 780 880 880 880 

H (mm) 740 740 740 740 740 

安装尺寸（A×B）（mm）  450×750 450×750 600×850 600×850 600×850 

机组型号 KVB10MBBY KVB12MBBY KVB15MBBY KVB20MBBY KVB25MBBY 

适用温度( ℃)  -5℃ ~5 ℃

制冷剂 R404A 

电源 380V/3 相/50 HZ  

压缩机型号  4VES10Y 4TES12Y 4PES15Y 4NES20Y 4HE25Y 

冷凝器  

风机数量 2 2 2 2 2 

风量电压(V) 380 380 380 380 380 

风机功率（W） 250×2 450×2 600×2 600×2 800×2 

压缩机冷

量及功率 
 蒸发0℃ 

冷量（W）  21300 25600 30800 35900 46900 

功率（KW） 9.13 11.2 12.8 15.2 20.8 

 蒸发-5℃ 
冷量（W）  17050 20600 24700 28700 37800 

功率（KW） 8.44 10.33 11.73 13.95 19.3 

蒸发 -10℃
冷量（W）  13450 16320 19490 22600 30100 

功率（KW） 7.68 9.42 10.66 12.63 17.7 

接口  
吸气接口（mm）  φ28 φ35 φ35 φ42 φ54 

供液接口（mm）  φ16 φ16 φ22 φ22 φ22 

外形尺寸  

L (mm) 1550 1550 1550 1550 1860 

W (mm) 965 965 965 965 1090 

H (mm) 1700 1700 1700 1700 1800 

安装尺寸（A×B）（mm）  1000×915 1000×915 1000×915 1000×915 1400×1040 
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Bitzer Middle and High Temperature Air-cooled Condensing Unit  R404A Refrigerant

Unit Model

Temperature( )℃

Refrigerant

Power

Compressor Model

Condenser

Fanmotor Quantity

Voltage(V)

Capacity(W)

C
o

m
p

re
s
s
o

r 
c
a

p
a

c
it

y 
a

n
d
 i
n

p
u

t
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Feed flew connector(mm)

Air suction connector(mm)

Overall Dimension

Installation Dimension

380V/three phase/50Hz

Connector

(AxB) mm

Power(KW)

Power(KW)

Technical Data   R404A

Temperature( )℃

Refrigerant

Power

Compressor Model

Condenser

Fanmotor Quantity

Voltage(V)

Capacity(W)

C
o

m
p

re
s
s
o

r 
c
a

p
a

c
it

y 
a

n
d
 i
n

p
u

t

Capacity(W)

Capacity(W)

Power(KW)

Feed flew connector(mm)

Air suction connector(mm)

Overall Dimension

Installation Dimension

380V/three phase/50Hz

Connector

(AxB) mm

Power(KW)

Power(KW)

Unit Model

机组型号 KVB30MBBY KVB35MBBY KVB40MBBY KVB50MBBY 

适用温度( ℃) -5℃ ~5 ℃

制冷剂 R404A 

电源 380V/3 相/50 HZ  

压缩机型号  4GE30Y 6HE35Y 6GE40Y 6FE50Y 

冷凝器  

2  2 3 3 3 

380 380 380 380 380 

800×2 800×2 800×3 800×3 800×3 

压缩机冷

量及功率 
 蒸发 0℃ 

冷量（W）  54100 70300 80900 95600 

功率（KW） 24.5 31.2 36.4 44.8 

 蒸发

-5℃

冷量（W）  43700 56700 65400 77200 

功率（KW） 22.6 29.0 33.7 41.3 

蒸发 

-10℃

冷量（W） 34800 45100 52200 61700 

功率（KW） 20.6 26.6 30.9 37.6 

接口  
吸气接口（mm）  φ54 φ54 φ54 φ54 

供液接口（mm）  φ22 φ28 φ28 φ28 

外形尺寸  

L (mm) 1860 2660 2660 2660 

W (mm) 1090 1090 1090 1090 

H (mm) 1800 1800 1800 1800 

安装尺寸（A×B）（mm）  1400×1040 2*1100×1040 2*1100×1040 2*1100×1040 

Temperature( )℃

Refrigerant

Power

Compressor Model

Condenser

Fanmotor Quantity

Voltage(V)

Capacity(W)
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Capacity(W)

Power(KW)

Feed flew connector(mm)

Air suction connector(mm)

Overall Dimension

Installation Dimension

380V/three phase/50Hz

Connector

(AxB) mm

Power(KW)

Power(KW)

Unit Model

Bitzer Middle and High Temperature Air-cooled Condensing Unit 
  R404A 

3-10P Unit Outline Drawing

10-50P Unit Outline Drawing



机组型号 KVB03LBBY KVB04LBBY KVB05LBBY KVB06LBBY 

适用温度( ℃)  -15℃ ~20 ℃

制冷剂 R404A 

电源 380V/3 相/50 HZ   

压缩机型号  2CES3Y 4EES4Y 4DES5Y 4CES6Y 

冷凝

器 

风机数量  1 2 2 2 

风量电压(V) 380 380 380 380 

风机功率（W） 180 180×2 180×2 180×2 

压缩

机冷

量及

功率 

 蒸发

-20℃

冷量（W）  3810 5140 6330 7700 

功率（KW） 3.21 4.33 5.3 6.51 

 蒸发

-25℃

冷量（W） 2870 3850 4750 5800 

功率（KW） 2.8 3.77 4.62 5.71 

蒸发

-30℃

冷量（W）  2090 2790 3450 4240 

功率（KW） 2.4 3.2 3.92 4.87 

接口  
吸气接口（mm）  φ22 φ22 φ28 φ28 

供液接口（mm）   φ12   φ12   φ12 φ12 

外形尺寸  

L (mm) 900 1030 1030 1030 

W (mm)  780 880 880 880 

H (mm) 740 740 740 740 

安装尺寸（A×B）（mm）  450×750 600×850 600×850 600×850 

机组型号 KVB09LBBY KVB12LBBY KVB14LBBY KVB18LBBY 

适用温度( ℃) -15℃ ~20 ℃

制冷剂 R404A 

电源 380V/3 相/50 HZ   

压缩机型号  4TES9Y 4PES12Y 4NES14Y 4HE18Y 

冷凝

器 

风机数量  2 2 2 2 

风量电压(V) 380 380 380 380 

风机功率（W） 250×2 250×2 250×2 250×2 

压缩

机冷

量及

功率 

 蒸发

-20℃

冷量（W）  9820 11460 13260 18490 

功率（KW） 7.7 8.8 10.4 14.8 

 蒸发

-25℃

冷量（W） 7330 8530 9870 14000

功率（KW） 6.65 7.53 8.9 12.9 

蒸发

-30℃

冷量（W）  5290 6130 7090 10310 

功率（KW） 5.61 6.28 7.5 11.02 

接口  
吸气接口（mm）  φ35 φ35 φ35 φ42 

供液接口（mm）   φ16  φ16  φ22 φ22 

外形尺寸  

L (mm) 1350 1350 1350 1550 

W (mm) 800 800 800 965 

H (mm) 1440 1440 1440 1700

安装尺寸（A×B）（mm）  1000×750 1000×750 1000×750 1000×915 

机组型号 KVB23LBBY KVB28LBBY KVB34LBBY KVB44LBBY 

适用温度( ℃) -15℃ ~20 ℃

制冷剂 R404A 

电源 380V/3 相/50 HZ   

压缩机型号  4GE23Y 6HE28Y 6GE34Y 6FE44Y 

冷凝

器 

风机数量  2 2 2 2 

风量电压(V) 380 380 380 380 

风机功率（W） 600×2 600×2 800×2 800×2 

压缩

机冷

量及

功率 

 蒸发

-20℃

冷量（W）  21300 27700 31500 36900 

功率（KW） 17 22.2 25.2 29.3 

 蒸发

-25℃

冷量（W） 16240 21000 23900 27800 

功率（KW） 14.9 19.3 21.9 25.5 

蒸发

-30℃

冷量（W）  12020 15490 17600 20200 

功率（KW） 12.7 16.43 18.7 21.6 

接口  
吸气接口（mm）  φ54 φ54 φ54 φ54 

供液接口（mm）  φ22 φ22 φ22 φ28 

外形尺寸  

L (mm) 1550 1550 1860 1860 

W (mm) 965 965 1090 1090 

H (mm) 1700 1700 1800 1800

安装尺寸（A×B）（mm）  1000×915 1000×915 1400×1040 1400×1040 

3-10P Unit Outline Drawing
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Bitzer Middle and Low Temperature Air-cooled Condensing Unit  R404A Refrigerant
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Note: Condensing temp:50
          When evaporation temperature is low, CIC Spraying System must be added.

℃; Inspiratory superheat:10K;

10-50P Unit Outline Drawing

Bitzer Middle and Low Temperature Air-cooled Condensing Unit R404A 
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